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Xpelair SweepFans are a popular choice for winter applications too, where their use
as heat destratification units can reduce heating costs.

Key features
Type: Commercial quality cooling and destratification fans

Application: Commercial/Industrial

Control options: Range of optional controllers available

The range

Originally designed to provide a cool flow of air during warm periods, XpelairSweepFans are a popular choice for winter applications too, where their use
as heat destratification units can reduce heating costs. These commercial quality products are designed for use in public buildings, shops, theme pubs,
restaurants, village halls, churches, hospitals, schools, farm buildings, factories, warehouses and other commercial buildings.

SweepFans are designed for worldwide use, including hot and humid conditions. The units are rated for continuous operation in commercial applications
at temperatures up to 40°C and are suitable for upwards or downwards airflow. The triple bladed units are available in four sizes with swept diameters from
900 to 1500mm.

Fan blades are steel and are supplied in matched setsSweepFans are supplied with a choice of two lengths of suspension rod giving overall drops of
375 or 750mm.

In summer the atmosphere can become stifling hoSweepFans can provide immediate relief by quietly delivering a continuous cooling breeze over a
wide area. To maximise the benefit it is good practice to introduce fresh air into the area.

In winter stratification will naturally occur in a room as hot air rises to ceiling level (or the apex of the roof) and cooler air sinks t«
SweepFans will effectively destratify the hot air which gathers at ceiling height by pushing it downwards to mix with cooler air nearer to ground level, thus
providing a more uniform temperature profile from floor to ceiling. This results in reduced heating costs as all the hot air does not gather at ceiling height,

and thermal losses are reduced. The units should be set for downward airflow at low speed for optimum effect.

The optional Xpelair ThermoMiser sensor control system can automatically compare high and low level temperatures and ensure that the fans are operated

to maximise energy efficiency. The controller should be sited where the ambient is less than 35°C, with the two sensors fitted at high and low level and
connected using the cables supplied. In summer the control knob can be used to manually override the sensors. For no-frills speed c
SweepFan controllers are available for the control of a single fan or groups of up to 6 fans.

All SweepFans have integral anti-vibration bobbins and a continuously rated capacitor start and run external rotor motor. The motor incorporates two sets
of caged ball bearings for extra long life.

Models

NWAN36

Ref. 90409AW:

« 900mm diameter sweep fan for cooling or destratification

NWAN48
Ref. 90410AW:
« 1200mm diameter sweep fan for cooling or destratification

NWANS56
Ref. 90411AW:
= 1400mm diameter sweep fan for cooling or destratification

NWAN60
Ref. 90412AW:
= 1500mm diameter sweep fan for cooling or destratification

Tip! For optimum performance of Xpelair SweepFans choose a dedicated Xpelair controller.

Xpelair Single SweepFan Controller WAC1

Ref. 21852AW:

= Two slide switches provides On/Off operation and 5 speed settings. Complete with transformer controller for quiet operation and ‘fan running’ indicator
light

Xpelair Group SweepFan Controller WAC6 Ref. 21853AW:
« For the simultaneous speed control of 1 to 6 SweepFan units. Two slide switches provides On/Off operation and infinitely available speed settings
= Complete with ‘fan running’ indicator light

Xpelair Group SweepFan Reversing

Controller WAC6R

Ref. 21878AW:

= For the simultaneous speed control of 1 to 6 SweepFan units. Two slide switches provides On/Off operation and infinitely variable speed settings.
Complete with ‘fan running’ indicator light and choice of winter/summer upwards or downwards airflow

Xpelair ThermoMiser SweepFan Auto Temperature Controller AWC

Ref. 21857AW:

= De-stratification controller supplied with two thermo sensors at high / low level monitoring between preset minimum and maximum values.

For the simultaneous speed control of 1 to 10 SweepFan units. Three slide switches provides On/Off operation and upwards or downwards rotation,
manual override

« Complete with fan running light !
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Technical specification
The unit is to be supplied from the Xpelair SweepFan range by Applied Energy Products Ltd. Morley Way, Peterborough PE2 9JJ.

Tel. +44 (0)1733 456789

Model / Ref

NWAN36 900mm / 90409AW

NWAN48 1200mm / 90410AW

NWANS56 1400mm / 90411AW

NWANG60 1500mm / 90412AW

= The unit shall be suitable for suspension from a ceiling using the ceiling anchor and suspension rod with integral anti-vibration bobbin provided
= Two lengths of rods shall be provided namely 375mm and 750mm

= The fan blades shall be powder coated steel and suitable for high humidity environments

« Air delivery shall be:

Blade dia. / m3/h

900mm / 8761

1200mm / 10890

1400mm / 12474

1500mm / 13959

= The motor shall be a continuously rated, capacitor start and run, external rotor motor design
= It shall be maintenance free and incorporate two sets of caged ball bearings for long life

= The motor shall be suitable for hot and humid conditions up to 40°C

= Colour: White

= Supply Voltage: 220-240V 50/60Hz

Product variations

NWAN60 NWAN56 NWAN48 NWAN36
Reference number 90412AW 90411AW 90410AW 90409AW
Swept diameter (mm) 1500 1400 1200 900
Remote switch (not supplied) yes yes yes yes
Reversible operation yes yes yes yes
Maximum speed (RPM) 260 280 310 350
Air delivery (m3/h) 13959 12474 10890 8761
Air delivery (I/s) 3878 3465 3025 2434
Electrical power rating (W) 65 65 65 50
Weight (kg) 6.5 6.5 6.5 6.5
Overall drop options (mm) 375/750 375/750 375/750 375/750
Guarantee (years, UK) 2 2 2 2
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Dimensions (mm)
NWAN36 NWAN48 NWANS6 NWANE0
Sweep Diameter 900 1200 1400 1500
Overall Drop All models, ceiling to bottom of fan:
375 or 750 (two down rods supplied)

Dimensions: All dimensions in mm

10m Max

1m Max

Installation:

@ Xpelair



